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Wire Wound Chip Common Mode Choke Coil

包装



Wire Wound Chip Common Mode Choke Coil 

P/N: RCA- 3216S-102T 

Moisture Sensitivity Level: 1 � 

RoHS compliance. � 

Halogen Free available. � 

Qualification to AEC-Q200. 

*Content in this sheet are subject to change without prior notice



                  
 
1.Paching Dimensions(mm)                                .                                                

 

   
 

 

2.Part Number                                                  

  

   A        B         C        D       

A: Series   (RCA: For Automotive Electronics)  

B: Dimension A x B  

C: Impedance 102=1000Ω±25% 

D: Packing T=Taping and Reel 

 

 
 

 

 

3.ELECTRICAL CHARACTERISTICS:                                

 

Note: 

    Operating temperature : -40 to +125℃ 

    Typical Heat Rating DC Current would cause an approximately △T of 40℃ 

If Use Wave soldering is there will be some risk.  Re-flow soldering temperatures below 240  

Degrees, there will be unwitting risk 

Solder standard according to IPC-A-610D 8.2.1 Chip Components –Bottom Only  Termination 

3216 Dimensions 

A 3.2 ± 0.2 
B    1.6 ± 0.2 
C 2.0 ± 0.2 

D1 0.5Typ 
D2 0.5Typ 

RCA 3216S  102  T   



                  
 

 

4.PERFORMANCE CURVES:                                                         

 

 

 

 

 

 

 

 

 

 

 



                  
 
5.Reliabllity and Test Condition                                                               

 

 

 



                  
 
6.Soldering and Mounting                                                               

 

Recommended PC Board Pattern(mm) 

        

 

 

 



                  
 
7.Packaging Information                                                                

Packaging Quantity: 2000pcs/Reel 

Reel Dimension: 

 
 

 

 

 

                                                          單位:mm 

 

 



                  
 

 

Modify records                                                  

Version Page Description 

V01 N/A New issued 

 


